
 

BENEFITS  Space saving, economic to use with heat recirculation system, easy to install, clean 
and maintain.  Convenient airing cupboard storage.  Suitable for robust and delicate fabrics. 

FEATURES  Compact unit with two sets of hanging rails fixed to the inside of the door panel 
amounting to an effective hanging length of 5.4m.  Service and maintenance can be carried out  
simply by removing the heater cartridge with the cabinet permanently fixed to the wall.  The 
cabinet door hinges can be reversed to suit left or right hand opening. 

INSTALLATION   The cabinet is supplied ready for connection to the mains power supply with a 
UK type 3 pin plug, fuse rated at 10 amps.  Ventilation to outside atmosphere is recommended.  
Two spigot adaptors and a short length of 100mm flexible ducting hose are supplied; additional 
material is readily available from most builders merchants and DIY outlets.  The ducting is fitted to 
either the left or right hand side of the cabinet.   Separate ducting may not be necessary if the 
room is fitted with an existing permanent extraction system.   The cabinet must be securely fixed to 
a solid wall. 

OPERATING INSTRUCTIONS  Select heating  required using a combination double switch to give 
either ambient room temperature with  fan only, low, medium or  high heat  settings up to a 
maximum of 85deg C, then  select a drying  time  up to 6hours. 
Safety overheat protection is standard  

D r y i n g     C a b i n e t ETS-1100 

Model ETS-1100 

 
 
Designed and manufactured with the smaller 
living space in mind, the electrically heated 
cabinet can be mounted above a washing 
machine, floor cupboard or on  any suitable 
wall space  - in the kitchen, utility room or  
garage.  The cabinet is ideal for drying delicate 
and mixed fabrics, woollens and silk garments 
etc. in conditions   that are kind and gentle to 
your clothes.  The  cabinet  has many uses 
within  the sports and leisure sector, theatre 
and media wardrobe departments together 
with culinary and hobby groups.   

Wall mounted ...... ideal for flats and apartments 
         

    Do not tumble dry…… the solution! 



Drying Cabinet  ETS-1100     

We reserve the right to alter specifications without notice. Ref. ETS-1100 02/11 

Heating control panel 
Removable heating cartridge 

for ease of maintenance 

SPECIFICATION   

ENCLOSURE CLASS SEMKO IP X4 

CAPACITY Approx weight 1.3kg 

ELECTRICAL SUPPLY  230V ac. 50Hz 

FUSE RATING  10 amp 

MOTOR  35W 

HEATING ELEMENT  1500W 

OVERHEAT CUT-OUT  Yes 

TIMER  0-6 Hours 

DIMENSIONS Height 1140mm 

 Depth 330mm 

 Width 595mm 

WEIGHT  25kg 

COLOUR  White 

EXHAUST DUCTING Diameter 100mm 

FAN CAPACITY  150m³/hour 

EFFECTIVE DUCT LENGTH Maximum 3m 

NOISE LEVEL Maximum 60 dB(A) 

*Values quoted above are approximations and will vary according to the type of load and ambient conditions. 

PERFORMANCE SPECIFICATION AND ENERGY CONSUMPTION* 

(Based on general household laundry processed in a washing machine with high spin extraction) 

SETTING POWER CONSUMPTION DRYING TIME TEMPERATURE 

Economy   1.5 kWh/ kg laundry Approx 180 min. 50 - 60 deg. C 

Medium   1.6 kWh/ kg laundry Approx 105 min. 60 - 75 deg. C 

High 1.7 kWh/ kg laundry Approx   75 min.  75 - 85 deg. C 

Door mounted rails 
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