
The electrically heated cabinet is designed 
especially for wall mounting over a washing 
machine or tumble dryer as part of a complete 
laundry system.  Alternative wall mounting 
locations may be appropriate, for example,  
above a worktop or floor standing cupboard unit. 
The cabinet is ideal for drying delicate and 
mixed fabrics, woollens and silk garments etc. in  
conditions that are kind and gentle to your 
clothes. Temperatures can be selected ranging 
from ambient air up to a maximum of 80°C.    
The cabinet also offers a convenient method of 
drying rain soaked outdoor and leisure clothes.  
The hanging rail assembly can be lowered to a 

convenient height for 
loading. 
 

BENEFITS  Space saving; economic to use with heat recirculation system; easy to install, clean and 
maintain.  Convenient airing cupboard storage.  Suitable for robust and delicate fabrics. 

FEATURES  Ergonomic hanging rail system incorporates three sets of rails, equivalent to 16m of 
hanging space.  The rails are mounted on a counter balanced frame that can be lowered to a 
convenient loading height.  Service and maintenance can be carried out simply by removing the 
heater cartridge with the cabinet permanently fixed to the wall. The cabinet door hinges can be 
reversed to suit left or right hand opening. 

INSTALLATION  The cabinet is supplied ready for connection to the mains power supply with a UK 
type 3 pin plug, fuse rated at 10 amps. Ventilation to outside atmosphere is recommended. The 
ducting hose can be fitted to either the left or right hand side of the cabinet or to the top outlet as 
appropriate to site conditions. Separate ducting may not be required if the room is fitted with an 
existing permanent extraction system.   The cabinet must be securely fixed to a solid wall. 

OPERATING INSTRUCTIONS  Dual controls.  Select heating  from ambient room temperature with  
fan only, up to a maximum mean setting of 70deg C, then  select a drying  time  up to 4 hours.  

Safety overheat protection is standard. 

 

Wall mounted ......the convenient space saving drying cabinet 

D r y i n g     C a b i n e t ETS-1500 



Drying Cabinet  ETS-1500     

ENCLOSURE CLASS 
CAPACITY                                                   
ELECTRICAL SUPPLY 
FUSE RATING 
MOTOR 
HEATING ELEMENT 
OVERHEAT CUT-OUT 
TIMER 
DIMENSIONS 
 
 
WEIGHT 
COLOUR 
EXHAUST DUCTING 
FAN CAPACITY 
EFFECTIVE DUCT LENGTH 
NOISE LEVEL 
 

SPECIFICATION 
SEMKO                               IP X4 
Approx wet weight                  5kg 
                               230V ac. 50Hz 
                                            10 amp 
                                                35W 
                                            1500W 
                                                 Yes 
                                       0-4 Hours 
Height                               1470mm 
Depth             610mm 
Width             595mm 
                                                60kg 
                                              White         
Diameter                             100mm 
     180m3 /hour  
Maximum                                  3m 
Maximum                        60 dB(A)   
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PEKO HOUSE · NORTHBRIDGE ROAD 
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TEL: 01442 872323        email: info@peko.co.uk         FAX: 01442 866900        
www.peko.co.uk  

CRITICAL INSTALLATION DIMENSIONS  
MINIMUM CEILING HEIGHT REQUIRED:-  

    A)    when installed above standard washing machine   2345mm 
    B)    when installed above standard 900mm worktop.    2395mm 

Ref. ETS1500 02/11 We reserve the right to alter specifications without notice. 

Removable heating cartridge for ease of maintenance Removable control panel  for ease of maintenance 

PERFORMANCE SPECIFICATION AND ENERGY CONSUMPTION 
(Based on general household laundry processed in a washing machine with high spin extraction) 
 
SETTING          kW hour/kg Drying time(min.) Temperature 
Economy 0.5  Approx. 180  30 - 50deg C 
High  0.6  Approx. 120  50 - 80 deg C 


